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IP 67
(IEC 529 /DIN 40050)

tmin~40°C
(-40°F)
10/12Wa.c. % |[182 T tmax 80°C
il (175°F)
Max. opening diff. pressure
(MOPD) 21 bar (300 psiq)
tmin, -40°C
' 0 (-4 0°F)
20Wd.c.£10% 18Z tmax, 50°C
(120°F)
Max. opening diff. pressure (MOPD) 14 bar
(200 psig)

Min. medium temperature: -60°C (-75°F)
Max. medium tempeérature: 120°C (250°F)
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PML32 |  PML40 |  PML50 PML 65 PML32 | PML40 |  PML50 |  PML6S
a B  M24x 15 50
b M20x 15 50
d M24 x 1.5 - 50
e MI2x1.75 L=45 | M14x2 L=65 | Mi4x2 L=70 60 [ 80
t M10x 15 L=30 Mi2x 175 L=35 Mi4x2 L=40 [ . 35 60 80
9 M10%x 15 L=30 M12x 175 L=235 Midx2 L=40 | 35 I 60 80
h M12 x1.75 ]  Mi16x2 ~ s | 50 60
i M12x 15 25
K M48 x 1.5 Ms2x2 | Me4x2 M80 2 80 100 T
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Best.nr.
Pos. Code no.
Item. ’ PML Bestell-Nr.
N° de code
32 027F0266
40 027F0267
10+11+12+13+14+15
50 027F0268
65 027F0269
32 027F0087
40 027F0088
32+71+72+41+61+42 : 8
50 027F0089
. 65 027F0090
60+61 32-65 027F0128
70+71+724+73+74+75 32-65 027F1045
7 32-65 026E0425
72 32-65 633B1057
) ) 73 32-65 633L3063
px min.1bar (15psi)> py 80 EVM (NC) 32-65 027B1120
81
Pakningsseet
Gasket set 32-65 032F0209
Dichtungssatz
Kit de joints d’étanchéité
82
Reservedelssaet
Spare parts set 32-65 032F0201
Ersatzteilsatz -
Kit de pieces de rechange
100 EVM (NO) 32-65 027B1130
101
@9 Pakningsseet
\ § st Gasket set 3265 | 032F0209
S5 Dichtungssatz
st S Code no. Kit de joints d'étanchéité
v ——=-V*12%(a.c) g 102
v vian 410 Reservedelssest
@N&, 0% (d.c) Spare parts set 3265 032F0199
Hz Ersatzteilsatz
Kit de piéces de rechange
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