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Instructions
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KVQ 15
KVQ 22
KVQ 28
KVQ 35

Max. 40°C (104°F)
Min. -45°C (-49°F)

tmax. (R134a, R22, R404A) = 35°C (95°F)

tmin. (R134a, R22, R404A) = -45°C (-49°F)
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RI.08.00.22 � RI.4J.N1.22 10-1996

Instructions

KVQ

KVQ 15
KVQ 22
KVQ 28
KVQ 35

Allowable ambient temperature

Application

KVQ mounting (horizontal / vertical)

Max. 40°C (104°F)
Min. -45°C (-49°F)

tmax. (R134a, R22, R404A) = 35°C (95°F)

tmin. (R134a, R22, R404A) = -45°C (-49°F)
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Before soldering

Max. pressure

Connection

Warning

Assembling

Do not supply 24 V directly
to valve

Do not apply power to
unassembled valve

Soldering



RI.4J.P1.22 10-1996

Instructions

KVQ

KVQ 15
KVQ 22
KVQ 28
KVQ 35

Allowable ambient temperature

Application

KVQ mounting (horizontal / vertical)
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Soldering Max. pressure

Connection

Warning

Service

Do not supply 24 V directly
to valve

Do not apply power to
unassembled valve

PB/MWP = 22 bar / 320 psig
p'max. = 28 bar / 405 psig
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